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- VODO LEY About the enterprise

Promelectro-Kharkiv LLC manufactures today over 50
models of household centrifugal submersible, surface and
drainage pumps that can be used for both watering subsidiary
plots and as part of automatic water supply systems.

All the modifications of “VODOLEY” pumps are of premium
quality, this being confirmed by compliance certificates
received in Ukraine, Russia, Belarus and Moaldova.

In 2014, “VODOLEY" pumps were certified in Czech Republic
and imported with success to the markets in EU countries.

The products by Promelectro-Kharkiv LLC were exhibited
more than once at international exhibitions Aqua-Therm in
Bulgaria, Slovakia, Czech Republic, Poland, and also in Russia,
Azerbaijan and Kazakhstan.

Yet another major line of production activity of the plant is making
equipment for mechanising agricultural production - household
feed cutters IKOR-01 and IKOR- O2.

Since the morment of being placed on the market, IKOR cutters
have proven to be reliable helpers of farmers in their farm
households to prepare mixed fodder.

According to the program of production development starting
on 2012, the enterprise has mastered the production of
asynchronous one-phase and 3-phase electric motors series
AllE, AIR with an axis of rotation height of 71, 80, 90, 100 and 112
mm, power 0.55-7.5 kW and rotational speeds of 1000; 1,500;

4 PROMELECTRQ.COM

The enterprise’s commercial success relies not only on the
premium quality of the preducts, but also on a well-designed
market strategy based on a flexible pricing policy, which
enabled to set up an extensive retail network in Ukraine and
the CIS countries.

The invariable advantages of the Promelectro-Kharkiv LLC
products are as follows:

reliability and durability;

low energy consumption;

modern design and ergonomics;

high capacity;

resistance to mains voltage fluctuation.

Promelectro-Kharkiv LLC guarantees a premium quality of
products and stable operating characteristics. The key driving
factor of this is effective production management, a modern
machine-tool fleet and a highly qualified staff.

Promelectro-Kharkiv LLC management system was awarded
the certificate for compliance with ISO 130 9001:2008 in 2015,
and in 2016, the enterprise confirmed management quality and
received a new compliance certificate 150 900L:2015. It confirms
overall compliance to standards for development, design and
manufacture of products.

The enterprise's engineers and technicians are working
continuously on improving the design of products and
developing new kinds of equipment.

PROMELECTRO.COM 5



- VODOLEY For wells with an inner diameter ranging from 120 mm

BCPE 0.32 b

200
OPERATING RANGE s'cpzlu.:z-mul
180 N
optirnal capacity - 032 /s (1.2 m*/h). maximum - 0.8 I/s (3,0 m¥%/h) \
Vertical head, max. 200 meters; 160 s,
External diameter 105 mm. SCREQ32-20U \
PURPOSE 140 ‘I\‘ AN
% scraofaa-aoou\ \
-~
Such efficient purmp capacity was achieved by our engineers not by 120 t t 1 \
coincidence. Having analysed the consumer market, the Company specialists [“aceear-s0u [N
had drawn a conclusion that pumps with a smaller capacity are in demand " 100 N I \\
because some regions are characterised by low well output. g S \
C BCPEQ32-E50 \
5 80 |+ 4 | N \
CERTIFICATION v I 5CPE 032500 \\ \\\
e 2 60 [acseaiond TN \
Eurocpean certificates CERTIFICATE E-31-00792-16, E-31-0092-16; (¥} T“'\\\ \‘\ \\
Certificate of cormnpliance of Ukraine BIr NeUALO96.0037761-16; g 40 w‘\\\\ \\ \\
European Sanitary and Hygiene Certificates; g sCPE0 32250 '--....._,"“'&_“‘_:M\Q\
Management Quality System ISO /SO S00L2015. ; —-.-.“..__“-‘“-___xqb_‘\\\
ko) 20 | T \%
] =
GUARANTEE ¥
The guarantee term of all products: 24 maonths from the date of sale. 0 01 02 03 04 05 06 07 08 10 Ql/s
0 05 10 1,5 20 25 30 Q,mi/h
4
G_ § o so,
5 40
il :
> 30 1 -
] = =
1 - Pump section c 20 ped ™
2 - Filter % /
3 - Elactric motor & 10 4l
4 - Cable w / >
1
S - Pump width with cable (105 mm)
D - Pump diameter (25 mm)
& - Diarmeter of pump outlet (17)
L - Purmp height L Outlet Performance
- Medel | ibptpomr | Ououtpower | Aveeawe | o) [Tiam 03 [ 08 | 08 | 12 | 18 [ 24 L | Weight
i/m 5 1 [ O I e
E 22N He| AN e ] B e it = 008 | 047 | 025 | 032 | 05 | 086 mm | g
BOPEOZZ | 040 | 081 | 025 | 0@ 200 3 ® | u @ | 7| = 16 9 5 | 3 | 78
BCPEO®E| 055 | 073 | 030 | 040 230 1" 47 a2 40 » 2 2 14 & 432 | 14
3 BCPE0240| 0658 091 | 037 | 050 310 r‘ o | % | & # | w0 | 7 7 8 | 40 | 122
BcPeoxas| 030 | 120 | 050 | 087 420 T i | e | @ % | @ | B | 2 9 | =m0 | 132
| BCPEOE3| 100 | 133 | 085 | 0®0 450 1 m | = | & 7 | m | 8 | s | @ | 1 | =8| 67
L BOPEQE®| 128 | 172 | 080 | 120 810 1 120 | w06 | 87 | 8 | 80 3B | 14 | ex0 | 208
S e BepEozm0] 180 | 213 | 110 | 120 7.30 1 w0 | 130 | 120 | 100 | 100 15 17 | e | 230
S T
e - =1 BCPEDIZI0| 195 | 260 | 150 | 200 B0 " 160 145 129 128 120 kil 50 80 | 05
BCPE02a| 250 | 333 | 180 | 240 12,90 1 200 | 17 | 165 | 15 | w0 | 1ws | &7 w5 | 410

- working pump operation zone

& PROMELECTRO.COM PROMELECTRO.COM 7



- VODOLEY For wells with an inner diameter ranging from 120 mm

BCPE 05 H, m

r
OPERATING RANGE 160
optimal capacity - 05 I/s (L8 m3/h), maximum - 11/s (3.6 m3/h); B 6 [, o i
Vertical head, max. 150 meters;
External diameter 105 mm. 120 H::PE 05800 "\..\
PURPOSE 100 N N
-V n BCPE 0,5-63U T~ ™~
Pump BCPE 0.5 is the flagship product of Promelectro-Kharkiv LLC. All pumps of g [ \ N
this product range with a nominal capacity of 18 m*/h have acquired the status i 80 | screossou ~ \ ™
of “popular” ones because this capacity range is common for our latitudes. This v \\ !
enables installing pumps of this series in 75% of wells, choosing only the required 2> 60 BOPE 05400 — || Sk .
head option and the pressure required for the water supply systern. 'g s "'“""'---....\\ \ \
o 40 | L acreosmu T AN
CERTIFICATION 8 B oy . S g S \\
S ———— ! 20 [ LT REENN
European certificates CERTIFICATE E-31-00792-16, E-31-0092-16; B ‘-—-——-—-__.__.__%\ N
Certificate of compliance of Ukraine B NeUALO96.0037761-16; % . e iy
Eurcpean Sanitary and Hygiene Certificates;
Management Quality System ISO 9001:2015. 0 01 02 03 04 05 06 07 08 10 Qs
0 05 10 1.5 20 25 30 Q,mi/h
GUARANTEE
wn a,
Guarantee term for all products: 24 months from the date of sale. g n(%) 50
5 40 e o e
[¥]
> 30 // ~
st £ 20 Pd N
G_ | G 10 || /]
= L
i ’ =
1 - Pump section
2 - Filter
3 - Electric motor
&4 - Cable
1
i- Dump_ \':t'ldth.wlth cable [}‘DE mim) Model Inpet pawer Output power T osl::t mih 0 L] Pﬂ”";";‘a"‘“’ 18 24 3 L | Weight
- Pump dlameter (95 mm) im 0 10 0 0 40 50 Siges
G - Diameter of pump outlet (17) 220Wi50Hz | kW | HP kW HP A Inch s ) 817 | 622 | 05 | 065 | 0 =
L - Pump height L e
BOPEOAE | 040 | 053 | 025 | 033 180 1 u 2 0 16 13 7 3 358 64
EE BCPEOSZS | 055 | 073 | 030 | 040 250 1" % R | B8 | 5 | % 10 4 0 | 7
BCPEOS3 | 065 | 087 | 037 | 050 3,00 ' aq 8| B | 2| 2B 14 5 451 g
2 BOPEOS40 | 072 | 086 | 050 | 067 330 1" 80 B | % | @ | = 16 i a0 | 98
m
BCPEQSEN | 087 | 129 | 065 | 087 440 # 75 | @ | 60 | 50 | % 20 8 59 | 104
BCPEQSE | 127 | 169 | 080 | 10 570 " 90 Bt 3| 83 | 4 28 0 | 818 | 127
== BorE0ss | 161 | 20 | 10 | 1m0 | 70 r m | 108 | o | 80 | s4 | a0 | 14 | s | 132
L. -l D
s = = BCPEOS106| 205 | 273 | 150 | 200 9.3 o 150 132 115 100 76 45 17 790 154

- working pump operation zone
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- VODOLEY For wells with an inner diameter ranging from 120 mm

BCPE 1.2 Al | ,
OPERATING RANGE 120
optimal capacity - 1.2 I/s (4.3 m?/h), maximum - 2.6 I/s (9.4 m¥h) o
vertical head, rmax. 105 meters; 100 =
External diameter 105 mm. BCPE12-63U ™|
b ™
PURPOSE ¢ 80 [—— N
< : .y . : . 5 gyl b LY
The pumps of this model range are distinguished by higher capacity, allowing (8] 60 | \ N
using them in systems with water volumetric flowrate above the average. > - S [ SRR
g oy [ ECF%MR\\ N\
| ! I
CERTIFICATION o = ?CPQM NN
e 8 L BePE T 2- 180~ ! \\\
European certificates CERTIFICATE E-31-00792-16, E-31-0092-16; % 20 L kimry TR NN
certificate of compliance of Ukraine B N2UALOS6.0037761-16; I [ ....."“_“________':-:..‘:l“"-.__ \
Eurcpean Sanitary and Hygiene Certificates; % | —
Management Quality Systerm I1SO 90012015, 0 04 08 12 16 20 24 28 Q’ lf
L I i’ ! - i’ r r S

GUARANTEE . . . . >
0 2 4 6 8 10 Q, m*/h

L

Guarantee term for all products: 24 months from the date of sale.

n(%) 70
60 o
[~
50 Nl ™
¢ V/ N
4 > 40 /| N
5 / \
G | v 30 ] ] \
u 9
2 s AT
U 10
1 - Pump section E _
2 - Filter -
3 - Electric motor
&4 - Cable
1
S - Pump width with cable (105 mm) Model power | Oulput pawes | A o Famrme
D - Pump dlameter (25 mm) 4o i b sze | mim '; i; 53‘} :;: ;ﬂz ‘BDS :; Stages L | Weign
G - Diameter of pump outlet (17) ZOVS0HZ | KW | HP | kW | HP A Inch i e
L - Purmp height L Ui 05 066 | 084 1 12 1,3 15 mim kg
BCPE1Z42 | 056 | 073 | 0.30 | 040 5 % 2% 17 16 15 "o | n ] 2 | 34 [ 88
2: BCPE1246 | 073 | 087 | 037 | 050 34 " ® 2? 0 | b 2 16 fi i1 3 47 11
BerE1225 | 080 120 |00 | 08T | a2 | v | ® | x| w2 | @ s 2| e | 4| w |
& BCPE1232 | 117 | 156 | 065 | 087 54 Al 0| 7| 4| s 3 [ @ | B | =% 5 | 4. | 143
m -
BCPE1240 | 134 | 179 | 080 | 120 61 (A | %6 | 53 | 49 | 45 | M0 | 36 | 6 | 57 | 175
BCPE1260 | 160 | 213 | 110 | 150 73 1% 0 | 6 | 62 | &8 [ 5 | 80 | 4| 4 7| se | 188
T BCPE1.263 | 208 | 277 | 1,80 | 200 95 114" 120 B3 79 73 68 B 5 50 # 6n | 28
S e = BoPE1280 | 282 | 378 | 180 | 241 129 1w s |0 | e | s | s | &0 | e 1 | 76 | 28

- working pump operation zone

10 PROMELECTRC.COM PROMELECTRO.COM 1



For wells with an inner diameter ranging from 120 mm

Bl VODOLEY

BCPE 1.6

OPERATING RANGE

optimal capacity - 1.6 I/s (5.8 m®/h), maximum - 3.2 I/s (12 m*h)
vertical head, max. 68 meters;
External diameter 105 mm.

PURPOSE

Pumps BCPE L6 have the highest capacity, allowing installing them in water
supply systems with water flowrate up to 12 m¥/h.

CERTIFICATION

Eurcpean certificates CERTIFICATE E-31-00792-16, E-31-0092-16;
Certificate of compliance of Ukraine BIr N2UALO96.0037761-16;
Eurcpean Sanitary and Hygiene Certificates;

Management Quality System ISO 900L2015.

GUARANTEE

Guarantee term for all products: 24 months from the date of sale.

1 - Pump section
2 - Filter
2 - Electric rnotor
4 - Cable

S - Pump width with cable (105 mm)

D - Pump diameter (25 mm)

& - Diarmeter of pump outlet (17)

L - Purmp height L

) PROMELECTRO.COM

H, m
» 11
60 \ECPELG-"IGU
so | 1R
g)} \nc:lini.:.hQ\
> 40
5 \\'\\
O N
> 30 | \\\ 1
g 20 “'\\\\\\
a NN
& 10 N
b
g e N
0 04 08 12 16 20 24 28 32 Ql/s
0 2 4 6 & 10 12 Q m¥h
@ n(%) 50
= 40 |
0 30 A
> ™
o 20 A | ™
it}
s 10 ,/
£
= "
Qutlet Performance
Model | Inputpower | Outputpover | Amperage | 0 oarTo0 T 15 [ 30 [ 42 | 58 [ 66 ] 78 | 90 L | weight
Um| 0 | 30 | 5 | 70 | % | 10| 130 | 150 | "9
SRR [ ] R R B eh =y T 0 |05 |08 | 12 | 16 | 184 | 245 ] 25 m | kg
BOPE1625 | 160 | 213 | 110 | 180 | 75 19 8| 0w 2| 5| 9| 6 |6 | 152
BCPE1632 | 195 | 260 150:2.00 88 e | ow | % | 50 |4 |2 % |2« | 7 | 80 | 182
T 1 )
BOPE 1240 | 240 | 320 | 180 | 241 11 1w 6 | 61 | 5¢ |dT D[ %5| nw| s | m|2us

- working pump operation zone
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- VODOLEY For wells with an inner diameter ranging from 110 mm

BCPEU 032

OPERATING RANGE

H, m 4
optimal capacity - 032 I/s (1.2 m¥/h), maximum - 0.8 I/s (3.0 m*/h)
vertical head, max. 20 meters; -
External diameter 85 mm.
120
PURPOSE
v ! ) : 100
The model range of purmps BCPEU 032 is a modification of pumps BCPE 032, 3} |
and it has |dentical capacity characteristics. By leading the cable through the > I BCPEU 0.32-630
pump top cover, the pump extemal diameter was reduced to 95 mm. This 5 80 I |
enables using the pump in wells with a diameter ranging from 110 mm. v — QE;UL\
> el R .
G BTFEUQQ-WU"‘"" \
CERTIFICATION in
e g e o iy
European certificates CERTIFICATE E-31-00792-16, E-31-0092-16; a ___HE;?EI_JE-@HHHHMQ\
Certificate of compliance of Ukraine BIr N2UALO96.0037761-16; = 20 ""“-—-—-—-..2‘*-&:55‘;\\
European Sanitary and Hygiene Certificates; @ ] N
Management Quality Systern ISO S001:2015. %
; >
GUARANTEE 0 01 02 03 04 05 06 07 08 10 Q,lfs
Guarantee term for all products: 24 months from the date of sale. 0] 05 10 15 20 25 30 Q,mi/h
4 § (% 50y __ :
G 5 40 :
il o 30 = ~.
a / - [ ‘\"‘-\.\
@t 20 / 1
i
% 10 P |
1 - Pump section
2 - Filker w / - >
3 - Electnc motar
4 - Cable
1
D - Purmp diarmeter (95 mm)
s o ¢ 2 QOutiet Performance
(S g Fl::;rpeﬁ;;g:tpump outlet (17) L Model puk powec|| Oy poee i size | mih 0 03 08 08 12 18 24 s L | Weight
i Iim 0 5 10 15 20 20 40
2E i | il | Wl A b g T o oo [om |02 [om | 05 [ 066 | ig
<
BCPEUD3225| 044 | 058 | 025 | 033 200 T 36 M a ar 25 16 9 3 424 a5
BCPEU03232| 048 | 084 | 030 | 040 220 1" 47 42 40 35 2 2 14 g 480 10,0
D
G 3 BCPEU 03240 058 | 077 | 037 | 050 310 T m 60 58 & 46 40 a7 17 8 502 15
@ BCPEUO32%50| 078 | 104 | 050 | 087 420 1 15 [: ] 61 6 3% 2 9 515 | 130
!m:i:l:.':" BCPEUD03263| 082 | 109 | 065 | 087 450 1" 90 B 76 T0 0 bi'l 1 660 150

- working pump operation zone

14 PROMELECTRO.COM PROMELECTRO.COM 15



- VODOLEY For wells with an inner diameter ranging from 110 mm

BCPEU Q.5 H, m

A
OPERATING RANGE
optimal capacity - 05 I/s (1.8 m*/h), maximum - 1 /s (3.6 m*/h);
vertical head, max. 20 meters;
External diameter 85 mm.
120
PURFOSE 100
-~V hg BCPEL 0.5-63U
The model range of pumps BCPEU 0.5 is a modification of pumps BCPE 0.5, = - i
and it has identical discharge characteristics. By leading the cable through B g0 || b
the pump top cover, the pump external diameter was reduced to 95 mm, This ] it s BN s =1
enables using the pump in wells with a diameter ranging from 110 mm. > T ™
S 60 BCPEU 05400 Tl "‘"n.\ ]
CERTIFICATION g o BLFEVOSN """:"'---...\"--. \
N S— M 40 || ecreunmanir—— ..___‘h"""- =
European certificates CERTIFICATE E-31-00792-16, E-31-0092-16; i w;'a:,ta-——--_._‘“*m...::\\
Certificate of compliance of Ukraine BIr N2UALO96.0037761-16; 'g 20 T -...,_______""'“""'----..__“-\;‘;\\\ =
European Sanitary and Hygiene Certificates; ] -----...:_“_‘_"\__“-..::
Management Quality System ISO 90012015, T ™ 1

0 01 02 03 04 05 06 07 08 1,0 Qs

GUARANTEE _ S
Guarantee term for all products: 24 months from the date of sale. 0 05 16 15 20 25 30 Qmyh
4 & n(%) 50
= 40
3 =t
€ = 30 P
> / 1 Ty
B2 S| NuEp S
0]
T 10| |
1 - Pump section E d
2 - Fllter w >
3 - Electric maotor
4 - Cable
11
D - Pump diameter (95 mm)
G - Dlameter of pump outlet (17} B Outlet Perf e
L - Pump height Model | putpower | Ouputpower | Amperage | G ram | 0 [ 08 | 12 | 18 [ 24 [ 3 5 L | weigh
owvsokz | kW | WP | W | WP A py (L0 L WL 8 LM L
Is | 0 | o047 | 0a | 05 | 08 | 084 mm_ | kg
BCPEUDS-16 | 040 053 0,25 0,33 1,80 T 24 2 20 16 13 T 3 358 68
D 3 BCPEU0S-25 | 055 073 030 | 040 250  id % 2 28 % 16 10 4 2 18
G BCPELOS-32 | 065 087 037 | 050 300 g 47 4 38 k7] A 14 5 451 ]
L m
| BCPEU 0S40 | 072 086 0,50 067 330 g B0 53 46 40 16 5] 470 88
D BCPEU 0S50 | 087 129 085 087 440 ;i 75 68 B0 50 35 2 8 538 104
BCPEUOS63 | 127 169 080 120 570 i a0 )] T3 B3 45 28 10 613 127

- working pump operation zone
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- VODOLEY For wells with an inner diameter ranging from 110 mm

BVPE 0.25 H, m 4
OPERATING RANGE
optimal capacity - 0.25 I/s (0.9 m*/h), maximum - 05 I/s (1.8 m*/h) 120
vertical head, max. 20 meters;
External diameter 85 mm.
100
PURPOSE 0n I~ BVPED25-25U
r—— g 80 |-
Household vortex submersible electric purnp BVPE 0.25 is intended for pumping £ \\
potable water, and food and technical liquids with a kinematic viscosity up to a N
25x106 m/s, and with a mass content of sclids within 0.1% and a maximum size 3‘ 60 \
of 0.05 mm. kv . BvPes-60u N
Pump BVPE 0.25 is small in size and can be used for both watering and in & 40 "“s\ |
housing automatic water supply systems. (] ™
The pump section and the pump impellers are made of brass. _I; 20 \\\ ™
: NN
I 1 »
CERTIFICATION =
— 0O o1 02 03 04 05 06 07 Q lfs
Certificate of compliance of Ukraine BIr N2UALO96.0037761-16; .
Management Quality System SO 900L:2015. 0 05 10 15 20 25 Q, m¥h
GUARANTEE
G n(%) 50
Guarantee term for all products: 24 months from the date of sale. bl
z 40
3
¥ 30 |1 |
>
E 20 ’4--"' [ B, 08
G_ 2 10| A7
i & |
L @ | =

1 - Pump section
2 - Filter
3 - Electric motor
&4 - Cable

D - Pump diameter (95 mm)

(.

G - Diameter of purnp outlet {17) Cutlet Performance
L - Pump height Moddl | eutpower | Ougutpower | Aeerage | oo ran | 0 [ 03 | 06 | 09 | 12 | 18 L | weight
! 20v50Hz | kW | HP | oW | P A oh Um0 s [0 [ 6 [ o [ o |
s | 0 | 008 | 047 | 025 | 0% | 045 mm | kg
BCPEU0546| 090 | 120 | 035 | 075 | 390 e | 0| 2|5 | 2|0 |1 | 3|8
m
BOPEU 0525 180 | 240 | 140 | 180 | 820 " o | B |2 | = | 6| 6| 2 | 3|8

IC_

- working pump operation zone

8 PROMELECTRO.COM PROMELECTRO.COM 2



- VODOLEY For wells with an inner diameter ranging from 110 mm

NVP 0.32

OPERATING RANGE
optimal capacity - 032 I/s (L15 m?/h), maximum - 0.6 I/s (3.0 m*/h} 105
vertical head, max. 20 meters;
External diameter 95 mm. 90 [wroszen
™~
PURPOSE 75 ™
ol
Pump NWVP 032 is intended for delivering water with an increased content § \ \
of mechanical impurities from underground wells, reservoirs, and open water 5 60 [ NVF 032-320 o
bodies for domestic use, and for watering subsidiary plots. 5] \\ \
? 45 N
CERTIFICATION o \\ \
g 30 N N
Certificate of compliance of Ukraine BIr N2UALO96.0037761-16; M \
Management Quality System ISO 2001:2015, v 15 I
E 't + 4 \
)
GUARANTEE T | | \\ 5
Guarantee term for all products: 24 months from the date of sale. 0 01 02 03 04 05 Qs
0 05 10 i 20 25 30 Q,m¥h
4
G § 0% s0
- >
5 40
] 30 L —~
g 20 P i \\
QO !
) 10 \
1 - Pump secticn D - Pump diamester (25 mm) tE
2 - Filter G - Diameter of pump outlet {17) A >
3 - Electric motor L - Purnp haight 1
4 - Cable

L
2 _EZ-E Pump Mator Capacity ) "
type @
i o | oz | oas | or | iz | jaa | ez
5
P P2 In Win o 45 s 12 0 | 2 7
oo o
L. B w w A s o | oo | ons| o2 | o032 | 04 | 045 | mm kg
NVFO32-320 | 550 300 26 68 | 62 | 49 | 50 32 15 0 465 2
I
r
5
MVP O32-630 1270 200 57 % o5 90 76 80 (53 8 o k] 17

- working pump operation zons

20 PROMELECTRO.COM PROMELECTRO.COM 2l



- VODO LEY For wells with an inner diameter ranging from 100 mm

BCPE O.5

4
. H,r m 4
G | OPERATING RANGE
Optimal capacity - 0.3 I/s (1 m*/h), maximum - 0.56 I/s (2 m*/h);
/Ea Vertical head, max. 105 meters; 120
External diameter 84 mm.
100 S~ scee 0,3-80U
PURPOSE
i : : : — 5
The model range of pumps BCPE 0.3 is intended for use in wells with a diameter v 80 REEaTingd
1 over 100 mm. The pumps have three modifications and ensure water delivery b \ \
up to 2 m*/h. 5] BCPE o,3-4o\\
CERTIFICATION % 40 ' \
— T Q No N
g [T Certificate of compliance of Ukraine BIr NeUAL.096.0037761-16; 4 N \
Management Quality System ISO 9001:2015. -{'3 20 \\
]
3 GUARANTEE . _
Guarantee term for all products: 24 months frorm the date of sale. 0 Oﬂ O;2 O;3 O;4 O:5 0;6 Qr ”/C
L " " " o " - 1
| 0 05 10 15 20 25 Q,M/u
D —
(<)
n(%) 50
[}
. > 40 |
° 8 30 L~ N
1 - Pump section D - Pump diameter (95 mm) S 5 20 / \‘ : I
2 - Filter G - Diameter of pump outlet (17) E % ' \ !
3 - Electric motar L - Pump height 00 10 4
4 - Cable U §F
w o ¥
BCPE 0.3 40U 63U 80U Pump Motor Capacity : 0
{ | vy
Nominal volumetric capacity, Q@ nom, I/s (m®/h) 0,3 (1,0) type E’
Total head at nominal volumetric capacity, H nom, m 40 ‘ 63 80 — 0 03 06 1 18 54 20
Maximum volumetric capacity, Q max, l/s (m3/h) 0,56 (2,0) I
Maximum head H max, m 60 ‘ 85 105 n B 1
Mains voltage, V 230423 P1 P2 In I/m (6] 5 10 18 20 40 50
Rated power consumption, P1, W 780 1000 1200
Effective power, P2, W 500 650 750
: w W A /s ] 008 | 017 03 0.5 066 | 084 mm kg
Mains frequency, Hz 50
Current consumption, A 3.3 ‘ 4.6 5.5
Rotational speed, rpm | 2800 BCPE 0,3-40U 800 500 33 60 54 48 40 34 28 18 750 13,1
Duty Continuous
| x
Capacity of a 400 V capacitor, pF 28 34 38 3 s
ER—— | i 31 18.2 4 BCPE 03-63U | 1000 650 46 ?5‘ 85 78 70 63 55 48 39 960 18,2
| Gross 14,2 19,4 228 =
Huntherof Bump asction Fiages 18 <5 v BCPEO3-80U | 1200 | 750 55 105 | o7 89 80 71 62 51 1190 24
Internal thread of outlet fitting G=1

- working pump operation zone
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VODOLEY For watering subsidiary plots For dirty water

BC - BVN BCPD 3.3

OPERATING RANGE

OPERATING RANGE ] .
— Optimal capacity - 33 |/s (12 m*/h),

Optimal capacity - 12 |/s (4.3 m3/h); maximum - 5.3 I/s (19 m3/h):

maximum - 2 |/s (7.2 m3/h); Vertical head, max. 12.6 meters.

Vertical head, max. 56 meters.

2 PURPOSE

g Pumps BCPD 3.3 are household centrifugal ones used in households
Surface purmnps series BC and BVN are intended for delivering G for pumping water out of root cellars, draining soil, and for pumping
water from open reservoirs, not deep wells and water bodies ek water from one wvessel to another one. Pump modifications are
for watering subsiciary plots. The pumps of this type relate to manufactured with a float switch and without it.
«flooded» electric pumps requiring purnp section flooding with 1

water prior to starting, and the installation of a check valve.
CERTIFICATION

Certificate of compliance of Ukraine BIr N2UALOS6.0037761-16;
B C BV N Quality Management System ISO 9001:2015,

GUARANTEE

G
‘ Guarantee term for all products: 24 months
from the date of sale.

1 - Pump section
2 - Electric motor
G- Diameter of pump outlet (1¥27}

Model name BC-12-18 | BC-1,2-18 | BC-1.2-18 BVN-0,32-35 PECIFICATIONS
Type of pump Centrifugal Vortex BCPD 33-6-U _ 33-6-A-U
Working position Horizontal or vertical Horizontal Nominal volumetric capacity, @ nem, L/s (m’/h) 33 (12)
Nominal volumetric capacity, Q nom, (mam) 43 58 58 1,2 Total head at nominal volumetric capacity, H nom, m G |
Maximum vo!grmeﬁc capaclrlyJ Q m_@x. (m&‘h) 6, 5 6,8 72 1.8 Maximum volumetric capacity, Q@ max, l/s (m*/h} 5319
Nominal head, H nom, m 18 20 25 35 Maximurn head Hmax, m 2.6 |
Maximum head, H max,. m 21 24 40 56 CIning valtaga, ¥ | 220+ 22
Voitage, V 230+10% 230+10% = |
Rated ion, P1, W 200
Power consumption, P1, W 690 900 1250 700 il s | S
Power effective, P2, W 370 550 750 370 Effective power, P2, W . B850
Mains frequency, Hz 50
Power effective, P2, HP 0,5 0,75 1 0,5 . I
Current consumption, A 45
Fraquenqr, Hz 50 50 Rotaticnal speed, rpm | 2800
Current, A 33 [ 43 [ 7.2 33 T | T
Rotation speed, rpm 3000 2000 P e e et : 16
Capacitor 400V, uF 16 16 20 16 i SRn | : :
Weight, kg [net 82 9,3 12 9,4 Mass, max, kg | Bt | i i i
|Gross 8.6 9.6 12.4 9.8 Gross _ 155 _ 15
Cutlet fitting, inch 1" 1w 1~ Internal thread of outlet fitting G=1" |
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For watering subsidiary plots For dirty water

Bl VODOLEY

BC - BVN BCPD 3.3

OPERATING RANGE

OPERATING RANGE . .
s Optimal capacity - 3.3 |/s (12 m*/h),

maximum - 5.3 /5 (19 m*/h);

optimal capacity - 1.2 l/s (4.3 m3/h);
Vertical head, max. 12.6 meters.

maximum - 2 I/s (7.2 m3/h);
Vertical head, max. 56 meters.

2 PURPOSE
PURPOSE
Pumps BCPD 3.3 are household centrifugal ones used in households
surface pumps series BC and BVN are intended for delivering G for pumping water out of root cellars, draining soil, and for pumping
water from open reservoirs, not deep wells and water bodies [ water from one vessel to ancother ocne. Pump meodifications are

manufactured with a float switch and without it.

for watering subsidiary plots. The purmps of this type relate to
«flooded» electric pumps requiring pump section flooding with 1
water prior to starting, and the installation of a check valve.

CERTIFICATION

Certificate of compliance of Ukraine BIr NeUALO96.0037761-16;

CERTIFICATION .
Quality Management System ISO 9001:2015.

European certificates

CONFORMITY CERTIFICATE N2161299037; GUARANTEE

Certificate of compliance of Ukraine BT N2UALOS6.0037761-16; G o

European sanitary and hygiene certificates; Guarantee term for all products: 24 months
Quality Management System ISO 9001:2015. from the date of sale.

GUARANTEE

Guarantee term for all products: 24 months from the date of
sale. 1 - Pump section
2 - Electric motor

E G - Diameter of pump outlet (1¥27)

. 1 - Purmp section
2 - Electric motor
G - Diameter of pump outlet (17, 1¥47)

SPECIFICATIONS

SPECIFICATIONS

Surface pump BC-1.2-18U11 BC-1,6-20U11 BC-1,6-25U11 |BVN-0,32-35U1.1 BCPD I 33-6-U 33-6-A-U
Nominal volumetric capacity, Q@ nom, I/s (m?/h) 1,2 (4.3) 1,6 (5,8) 032(1,2) Nominal volumetric capacity, Q nom, /s (m?/h) ' 33(12)
Total head at nominal volumetric capacity, H nom, m . 18 I 20 25 35 Total head at nominal volumetric capacity, H nom, m _ (&
Maximum volumetric capacity, Q max, l/s (m*/h) 1,8 (B,5) | 1,9 (6,8) 2,0(72) 0,5(1,8) Maximum volumetric capacity, Q max, l/s (m*/h) 53 (19
Maximum head H max, m 2| | 24 40 56 Maximum head H max, m 12,6
Mains voltage, V [ 230 + 23 Mains voltage, V I 220427
Rated power consumption, P1, W - 590 900 . 1250 700 Rated power consumption, P1, W I 900
Effective power, P2, W - 370 . 550 . 750 370 Effective power, P2, W | 550
Mains frequency, Hz - . sb Mains frequency, Hz 50
Current consumption, A 33 43 72 3.2 Current consumption, A 45
Rotational speed, rpm 3000 Rotational speed, rpm 2800
Duty Continuous Duty Continuous
Capacity of a 400 V capacitor, pF 16 16 20 16 Capacity of a 400 V capacitor, uF 16
Mass, max, kg | Net 82 93 12 94 Mass, max, kg | Net 13 ' 4
‘ Gross 86 56 ' 12,4 98 | Gross 13,5 14,5
Internal thread of outlet fitting ' G=1 | G=1w =1 Internal thread of outlet fitting G=1"
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VODOLEY

sprinkler
system

pool

static level 1 - Submersible pump.
2 - Check valve.
dynamic level 3 - Hydraulic accumulator.

L - Distance from well to house.
H. - Overall well depth.

H. - Depth to static level.

H. - Pump submersion depth.
D - Casing tube diameter.

Let us consider an example of choosing an electric pump for supplying water for a family of three living in cottage with
a subsidiary plot.
THE WELL HAS THE FOLLOWING CERTIFICATE DATA:

casing tube diameter - 150 mm;

overall well depth - 40 my

well production - 3 m?/h;

static level (to water table) - 16 m;

dynamic level - 22 m.

The distance from the well to the house is 10 m. A hydraulic accumulator is planned to be installed to maintain autornatically the
pressure in the water supply system. As a rule, the average water consurnption of a family of three is L8 m®/h. This armount of
water is sufficient for using sanitary fixtures and watering the subsidiary plot at the same time

WHEN DETERMINING THE TOTAL ELECTRIC MOTOR HEAD THE FOLLOWING SHOULD BE ACCOUNTED FOR:
the overall elevation difference between the electric pump installation site and the consumer's position at the highest point;

loss of head in the pipeline horizontal section (loss of head in 5 m of a horizontal section is equivalent to loss of head
over 1 m of elevation};

when a hydraulic accumulator is used the pump should ensure an additional head of =30 m (3.0 atm.).

According to the Operating Manual, the pump can be installed no deeper than 15 m from the water static level in the well
and not higher than the dynarmic level. Hence, the total head shall be:

H=16 + 15+ 10/5 + 30 = 63, where:
16 m is static water level;
15 m is admissible pump subrmersion depth:
10 m is length of pipeline horizontal section;
5 is coefficient for reducing the horizontal section length to the rise height;
30 m is head for creating pressure in the water supply system.

The Vodoley pump is chosen by the head-capacity curves for BCPE 0.5 (see p. 9 of the catalogue). Knowing the total
head H=63 m, we draw a line from the respective point on axis H to the point of intersection with the head-capacity
curves and choose the closest capacity value to Q = 1.8 m¥/h.

In this case, this is Vodoley pump model BCPE 0.5-63U*, which with head H = 63 m will provide a capacity of Q = 1.8 m*¥/h.
The pump selection program is available in the respective section on the website PROMELECTRO.COM.

PROMELECTRQ.COM
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